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Please read this manual before using and
save this manual for future reference






Specification

System Parameter

Name Specification
Video Output 1+4/-0.2Vpp
Audio Output 2+/-0.2Vpp
Video Format NTSC/PAL
Name Specification
Testing Voltage 13.8V
Power Qutput 70W X 4

Amplifier Impdeance

4Q(4-8 Qacceptable)

Pitch Bass 30Hz/70Hz/100Hz/130Hz+/-14dB
i Mediant 400Hz/1KHz+/-14dB
Setting
Treble 5KHz/7.5KHz/10KHz/12.5KHz/14dB

Separating Degree

55dB

Name AV Parameter
Video output Impedance 750
Audio output Channel 2
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Breakdown Checking
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Thanks for Your Purchasing

Thank you for purchasing the high quality car DVD product from our
company. This unit is available for upscale automobile and provides an
all-in-one multimedia entertainment system.

The structure of this unitis ISO ONE DIN size in dimension. It has a 4.3"”
large TFT LCD for you to have a wider visual enjoyment. Bigger VOL
knob and square buttons let you control the unit conveniently. High
power output let you have upgraded audio enjoyment.

Safety Announcement

For your safety, do not watch or operate video program while driving.
Do not disassemble the unit if you are not a qualified maintainer.
This unit contains complex components. Do not press this so as to
avoid damage.

-Please follow the suitable process to install this unit.

-Do not place or operate the monitorin dry, wet, dusty or oily place.

-Keep the panel of the unit clear and avoid alien enter.

-If anything enter into the unit, please turn off the unit and contact with the
dealer.

-The monitor is the weaker part of the unit. Do not touch the monitor by
anything sharp.

-Do not disassemble the unit when breakdown happens because this may
cause difficulties while repairing.

-While connecting RCA cables of this unit, please follow the colors of

the wire.

-While connecting the power wires, please notice if the Ampere value of
the fuse is suitable.

-To avoid the noise affect the audio system, please keep this unit and

the ISO connector away from the car wire at least 10cm. Keep the power
wire away from other wires and connect the ground wire to the metal of
the car chassis.

Specification

System Parameter

Name

Specification

Operating Voltage

DC 11V-15V

Operating Current

1.5A (while no power output) MAX10A

Operating Temperature

-10C ~+50C

Storage Temperature -25C ~+60C

Video System AUTO PAL/NTSC

TV System PAL/N/M/BG/DK/I/NTSC
Input Accessory 1VIDEO INPUT

Screen Size (Inch)

4.3 INCH (Diagonal)

Pixel Format 480X272 Pixel
Pixel Pitch 0.198(H)X0.198(V)mm
Dimension 18.5(W) X 18.7(L) X 7.1(H) cm

Package Size

235(W) X 285(L) X 115(H) mm

Weight 1.8kg
System Parameter
Name Functional parameter
Video Channel EURO:FM 87.5-108.0MHZ AM 522-1620MHZ
USA:FM 87.5-107.9MHZ AM 530-1710KHZ
Tuning Mode PLL
Display Mode Panel LCD Display or OSD
Storage Quantity FM18/AM12 radio stations

Search Mode

Automatic/Manual

Multimedia Playback

DVD (all region)/MP4/DIVX/CD/CD-R/MP3

Video Format

AUTO PAL/NTSC

S/N Rate >90dB
Dynamic Range >90dB
Distortion <0.05%
Articulation >90dB
System PAL/NTSC
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DVD Menu Setup

e. SHARPNESS b. DYNAMIC RANGE

BRIGHTNESS OP MODE
- |- ruLe
CONTRAST DYNAMIC RANGE -5
- |
-] i I
i -4- OFF
-0
c. DUAL MONO
OP MODE STEREO
E. DIGITAL SETUP DYNAMIC RANGE MONO L
In DIGITAL SETUP, it contains OP MODE, [puaLmono  |»[mono R |
DYNAMIC RANGE and DUAL MONO.
| ExITSETUP | [mixmono |
OP MODE
DYNAMIC RANGE DEFAULTS TABLE
| DUAL MONO | General Setup| TV Display Normal/PS
PIC Mode AUTO
[ ExiTSETUP | Angl Mark__| ON
OSD Language | English
Captions OFF
a. OP MODE SCR Saver OFF
Speaker Setup | Downmix Stereo
OEMODE P LINE ouT Audio Setup Audio Out Analog
DYNAMIC RANGE RF REMOD -
OP Mode Line Qut
Dynamic
LPCM Out LPCM 96K
Preferences TV Type MULT1
Audio English
Subtitle English
DISC Menu English
Parental NO PARENTAL
Password 0000
Smart Nav With Menu

Breakdown Checking

If you find the below problems when using this unit, please follow the
instruction to check the problem. If the checking below can not solve the
problems, please contact the professional maintainers.

1.No sound

Isitin the status of fast forward/backward, searching or pause?

Is the connection of the wire correct?

Is the mute button being pressed?

2.Can not playback

Is any disc inside? Is the cover turning up?

The disc may be damaged and could not be read. Try another disc.

Is the condition wet? Take out the disc and keep the power on for 1 hour.

Installment of Accessories

Metal mounting strap
Installing round

Spring washer

Plain washer

Tapping screw

Key ’

Notice for Disc Usage

2.Disc can not be placed \gZ%
in the following place: 5
-under direct sunlight, ¢4 °
©) -near the car heater, .
e -dusty/wet place and on LMJ

seat orinstrument panel.

1.Do not use the disc with
irregular shape

4. New disc:

the edge of the new disc
may be too rough. The
edge can be

wiped by pencil.

3.Clear the disc:
wipe the disc toward outside by
soft and dry cloth.

RS

ROUGH EDGE

ROUGH EDGE
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Installment process

Notice: Please take off the negative (-ve) wire

1.Setthe installing round

Insert the installing round into the instrument panel. Bend the metal
mounting strap by screwdriver.

2.Setthe back of the unit

A.Set the screw bolt by a suitable screwdriver

B.Insert the power connector

C.Put the unit into the installing round and push until hearing a “tar” sound.

D.Fix the unit by the structure of the back on the instrument board of the car.

Take out the 2 screws
on top of unit before
installation.

the same as the digital signal (RAW format)
of the playing disc. At the same time,the
power amplifier you connected must have
the decode function of Dolby Digital, DTS or
MPEG.

3) SPDIF/PCM:

When the playeris connected with the 2
channel, digital stereo amplifier, please
select this item; when the playing disc which
is recorded by Dolby Digital or MPEG
recording system, the analog or optical
output will be modulated to 2 channel output
by PCM.

b.KEY

AUDIO OUT

KEY

-2

EXITSETUP b

This is to select Treble or Bass according to
your needs.

D.VIDEO SETUP

In VIDEO SETUP, it contains BRIGHTNESS,
CONTRAST, HUE, SATURATION and
SHARPNESS.

BRIGHTNESS |
CONTRAST I

HUE |

SATURATION |
SHARPNESS |

| EXIT SETUP |

a. BRIGHTNESS

DVD Menu Setup

BRIGHTNESS
CONTRAST
HUE

SATURATION

SHARPNESS

.

EXITSETUP

b. CONTRAST

BRIGHTNESS
CONTRAST

SATURATION

SHARPNESS
EXIT SETUP

.

- 12
- 10
-8
-6
-4
k-2

c. HUE

BRIGHTNESS
CONTRAST
HUE
SATURATION

d. SATURATION

BRIGHTNESS
CONTRAST

HUE

SATURATION

EXIT SETUP

- 12
- 10

T
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DVD Menu Setup

a.0SD LANGUAGE

OSDLANGUAGE | P ENGLISH
AUDIO LANG CHINESE
SUBTITLE LANG GERMAN
MENU LANG SPANISH
DIVX[R] VOD FRENCH
[ ExiTseTup | | PorTUGUESE
b.AUDIO LANGUAGE
0SD LANGUAGE | CHINESE
ENGLISH
AUDIOLANG W
JAPAN
SUBTITLE LANG FRENGH
[ MENULANG | [sranisn
DIVX[R] VOD PORTUGUESE
LATIN
EXITSETUP SERMAN

c.SUBTITLE LANGUAGE

OSD LANGUAGE CHINESE
ENGLISH
AUDIO LANG
JAPAN
EEEE o
[ MENULANG | [spamsu
DIVX[R] VOD PORTUGUESE
EXITSETUP ’OFF—\
d.SUBTITLE LANGUAGE
0SD LANGUAGE CHINESE
ENGLISH
AUDIO LANG
JAPAN
SUBTITLE LANG FRENCH
[ MENU LANG |» | spanisn
ORTUGUES
DIVX[R] VOD PORTUGUESE
GERMAN
EXITSETUP LATIN

e.DIVX [R] VOD

OSD LANGUAGE | CHINESE |
ENGLISH

AUDIO LANG T
JAPAN

SUBTITLE LANG FRENCH

[ MENULANG | Lseanis

DIVXIR]VOD [ PORTUGUESE
GERMAN

EXITSETUP CATIN

C.AUDIO SETUP

InAUDIO SETUP, it contains AUDIO QUT
and KEY.

AUDIO OUT
KEY

EXIT SETUP

a.AUDIO OUT

This is to activate the audio output from
ANALOG/OPTICAL mode to SPDIF/RAW
mode or SPDIF/PCM mode.

AUDIO OUT »| spoiFioFF
KEY SPDIF/IRAW
SPDIF/PCM

EXIT SETUP

1) SPDIF/OFF:
Analog or optical output port all has not
output signal.

2) SPDIF/RAW:

When the player is connected with the
power Amplifier by the analog or optical
port, please select this item; when the
playing disc which is recorded by Dolby
Digital, DTS or MPEG recording system,
the analog or optical output signal of the
unit will be

Consult the following connection diagram please:

; ETHIIL
(2} (s)
CHITTHT Ties
O
BEEEEE
Ezzzzaliee | | I
[l i
DELRLIL TjTIT
0
YELLOW
VIDEO IN Radio
RED ' Antenna
AUX IN [R] FAN
WHITE
AUX IN[L]
YELLOW PiNK Mute
VIDEO ouT Brown Hand Brake
RED — s Greuna— =
LINE OUT [R] s Groun
WHITE ORANGE YELLOW
12
LINE OUT[L] BACK UP CAR SINGAL12)
RED
YELLOW = G
CAMERA €Xom——— To lgnl!l*ﬂn oy
N tive
YELLOW BiLUE —l_,s’_r’gg;_.lr;l’d:’7
SUB WOOF To Power Antenna
Rear Lch [9 GREEN/BLACK vioLET/BLACK &
' 4y GREEN VIOLET ggl RearReh
© WHITE/BLACK GREY/BLACK & Front Rch
Front Leh[ Tt 1] ¢ )
@ WHITE GREY [-1)

Wiring Diagram


















